282 install

KAWASAKI NINJA 300R / 250R DIY WINDSCREEN INSTALL
SPORTBIKE SADDLES & WINDSCREENS

PLEASE READ BEFORE MOUNTING YOUR WINDSCREEN
Installation Manual for Kawasaki Ninja 300R / 250R 2013 to Present Windscreen Install
Thank you for purchasing one of Zero Gravity’s windscreens which has been designed and manufactured to give years of safe and fun
riding. This instruction manual gives you an in-depth look at the installation process. To receive further assistance or parts please e-mail
techinfo@zerogravity-racing.com.

Helpful hints: Use metric tools, clean hands, and put the bike on a center stand.
Do not pry on the screen excessively, as it
will break without much warning.
Mounting Your Zero Gravity Windscreen
Remove both of the mirror fasteners located on
top of the mirror foot. Remove both of the mirApply gasket BEFORE
rors. Remove factory windscreen by unscrewing
placing windscreen
the four top allen screws. BEFORE installing your
new ZG windscreen, apply the vibration damping rubber gaskets, supplied in the windscreen bag, to the top of the mirror
pegs on both sides of the bike as shown. Install your new ZG windscreen
over these rubber gaskets.

Locate the two mirror pegs.
Lay and align over the pegs.
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